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L~810 OBSTRUCTION LIGHT

EXTERNAL LIGHTING ASSEMBLY
INTERNAL LIGHTING ASSEMBLY

UL LISTED PIPE CLAMP SIZED
FOR RESPECTIVE POLE AND
GROUND WIRE

FLANGIBLE BASE
EXTERNAL GROUND LUG

SEE SPUCE CAN DETAIL
SPLICES

INTERNAL GROUND LUG

17 SCHEDULE 40 PVC .
#6 AWG BARE STRANDED » . SEE DETALL "A
COPPER !

EXQTHERMIC WELD

%" DIA x 10'L UL USTED COPPER
CLAD GROUND ROD, MINIMUM BURY
30" TO TOP OF ROD

{#6 ANG BARE STRANDED COPPER,
BOND L~867 SPLICE CAN TO GROUND
ROD

G

CABLE IN L~867

2" T0 3" CONDUIT REDUGER
FITTING

2" GRSC
SEE ANCHORING DETAIL

—~B806 WIND CO

{NOT TO SCALE)

NOTE: WIND CONE SHALL ALSO INCLUDE INTERNAL

kS
¢l
S

LIGHTING OPTION.

il

1. D—(4)~16" LONG J BOLTS (SIZED PER THE WIND
2] CONE MANUFACTURER'S REQUIREMENTS &

RECOMMENDATIONS)

~ N—(4)—f4 REBAR EQUALLY SPACED
L IN-(7)-#3 ReBAR 8" SPACING

"_'\*STRUCTURAL PC CONCRETE IN ACCORDANCE

WITH ITEM 610

ANCHORING DETAI

(NOT TO SCALE)

INCLUDE INTERNAL &
EXTERNAL GROUND LUGS

FINISHED GRADE

610 CONCRETE—" .

4" MIN. THICK

BUSHING WITH NO

SQUEEZE CONNECTORSZ R

1/2"

THICK (MIN.) GALVANIZED STEEL COVER

PLATE WITH STAINLESS STEEL BOLTS

SMOOTH TROWEL FINISH
{SLOPE TO DRAIN)

i N ——

L A-t-g67, cuss 1,

SIZE B, 24" BASE

f3" HUB CONDUIT

EXTENSION (6" MIN.)

SPLICE _CAN DETAN

(NOT TO SCALE)

f
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»

P

3 4"

PAVEMENT EDGE:

NEW DUCT

MARKER

k=11l | DU = | = =

Sl

e ||—U-_ DUCT MARKER

SPLICE WIND CONE CONDUCTORS TO FEEDER

24" Ml
e

FACE COURSE:

#10 PULL WIRE COIL A MINIMUM OF 3' AT DUCT ENDS.
INSTALL APPROVED PLUGS IN END OF DUCTS NOT USED.

N

27 TYP. (AFTER SHRINKING)

HEAT SHRINKABLE TUBING WITH
INTERNAL ADHESIVE

2" TYP,

DETAIL *A”
(NOT TO SCALE)

UN CIRI
{NOT T0 SCALE)

No. OF DUCTS—
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FINISHED GRADE\”...Jr _ j

DUCT MARKER

TURE DUCT MARKERS

"NOT TO SCALE”

IMPRESSED LETTERS AND
DIRECTIONAL ARROW,
ADJUST TO CABLE LAYOUT

AN
™~ CABLE

——

-y o

TURF CABLE MARKERS

"NOT TO SCALE”

FINISHED GRADE\LL ﬂ
f

7 \CONCRETE CABLE MARKER

_ MV054 Y
PRESTAMPED OR CHISELED ON THE JOB @
(4" LETTERING MIN.)
o ouer INDICATES NUMBER & SIZE OF DUCT BANK
2-4" 5
NOTE: B
TOP OF MARKER SHALL BE FLUSH WITH =
1 FINISHED PAVEMENT SURFACE. MARKER MAY &
BE INSTALLED IN A DRILLED HOLE AND
TOP_VIEW SECURED WITH EPOXY GLUE,
=
NOTE: <
. 18" R THE COST OF AL TURF AND PAVEMENT DUCT o
I e - MARKERS SHALL BE INCIDENTAL TO THE DUCT.
= #s" R THE COST OF ALL CABLE MARKERS SHALL BE o
R — INCIDENTAL TO THE CABLE. &
e 4
T BITUMINOUS PAVEMENT DUCT MARKER AND 5
CONCRETE DUCT MARKER TO BE PROVIDED AT Xz
EACH END OF EACH DUCT AS SHOWN ON THE B~ T
BRASS LOCATION PLAN. FOR CONCRETE PAVEMENT, THE | (¥ 0 -
. LETTER "D SHALL BE IMPRESSED IN THE oM o i
e PAVEMENT INSTEAD OF THE MARKER. THE LETER [0, ~ «f 3 @
SHALL BE INFORMED AS DESCIBED IN NOTE 4, x 'ﬂ &
1 < % Hﬂ &
. CABLE MARKERS SHALL BE PLACED AT CHANGES = = <
in OF DIRECTION AND EVERY 200' ALONG CABLE O D =
- RUNS. zZ )
o
0.2" LETTERS 4" HIGH, 3" WIDE WITH WIOTH OF STROKE | Ll nz:
045" % AND %" DEEP. ALL LETTERS, NUMBERS AND > M U g
0.45" 2 ARROWS TO BE IMPRESSED. . > 2
05" = ™ 4
S—— E =
g
2-DUCT BANK =
=
(NOT TO SCALE) =
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2 218 P
1/2' STROKE LETTERS IMPRESSED ¥ S
1/4 INTO CONCRETE 34414 2ES
S I i bl
"\ AF
3 pd
SPLICE CABLE = o .
ARE 2 L
Vi 2V Z i
o
ARROW TO INDICATE < FEH
DIRECTION OF CABLE RUN s ol 3 £
AN v Y
PLAN VIEWS :88
arE
§ &
MARKER N
CABLE/SPLICE MARKERS SHALL BE PRECAST CONCRETE OF THE SIZE SHOWN.
LETTERS/NUMBERS/ARROWS FOR THE LEGEND TO BE IMPRESSED INTO THE TOPS OF THE > »
MARKERS SHALL BE PRE-ASSEMBLED AND SECURED IN THE MOLD BEFORE THE CONCRETE IS B« =
POURED. LEGEND INSCRIBED BY HAND IN WET CONCRETE SHALL NOT BE ACCEPTABLE. b7 |2 <
ut
ALL UNDERGROUND CABLE RUNS SHALL BE IDENTIFIED BY CABLE MARKERS AT 200 FEET MAXIMUM L w z°
SPACING, WITH AN ADDITIONAL MARKER AT EACH CHANGE OF DIRECTION OF THE CABLE RUN, E‘:" 218 2
CABLE MARKERS SHALL BE INSTALLED IMMEDIATELY ABOVE THE CABLE. = O g0
y | £ K
LOCATIONS OF ALL UNDERGROUND CABLE SPLICES/CONNECTIONS, EXCEPT THOSE AT ISOLATION % Qg5
TRANSFORMERS, SHALL BE IDENTIFIED BY MARKERS. SPLICE MARKERS SHALL BE PLACED P = i
IMMEDIATELY ABOVE THE SPLICE/CONNECTIONS. o. o
MARKERS SHALL BE PLACED WHERE SHOWN ON PLANS AND ELECTRICAL NOTES.
COST OF CONCRETE MARKERS IS INCIDENTAL TO THE CABLE. 1 4
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